Table B-1

Intersection Level of Service (LOS) Analysis Results

2025 Alternative Add Lane

2025 Alternative Add Lane

AM Peak PM Peak Percent Change in Delay
Delay| LOS | Delay| LOS AM Peak PM Peak
145.0f F |103.6( F 56% 78%
126.5 F 1498 F -3% -11%
90.7 F 692 E -10% -13%
1139 F | 89.0 F 41% 87%
453 | D |448| D -48% -47%

2025 Alternative A & B

2025 Alternative A & B

AM Peak PM Peak Percent Change in Delay
Delay| LOS | Delay| LOS AM Peak PM Peak
59.1 E |466| D -36% -20%
106.2 F |150.6( F -18% -10%
82.8 F | 674 E -18% -15%
66.3 E |452| D -18% -5%
520 D | 541 D -40% -36%

2025 Alternative C & D

2025 Alternative C & D

AM Peak PM Peak Percent Change in Delay

Delay| LOS | Delay| LOS AM Peak | PM Peak
N/A N/A N/A N/A
N/A N/A N/A N/A
N/A N/A N/A N/A
61.7 E |466| D -23% -2%
47.1 D |496]| D -46% -41%
Existing 2000 2025 No Action 2025 Alternative E 2025 Alternative E

AM Peak PM Peak AM Peak PM Peak AM Peak PM Peak Percent Change in Delay

Delay| LOS [Delay| LOS | Delay| LOS [Delay| LOS Delay| LOS Delay| LOS AM Peak PM Peak
106th Street 64.7 E |46.0[ D ] 927 F | 581 E N/A N/A N/A N/A
116th Street 113.0f F |116.6f F |]129.8 F |168.2 F N/A N/A N/A N/A
126th Street 1159 F | 637 E |1010f F | 796 E N/A N/A N/A N/A
Greyhound Pass | 428 | D |358| D | 805 F |475| D N/A N/A N/A N/A
SR 32 46.7| D |545] D |87.0 F | 847 F 428] D [428] D -51% -49%

2025 Alternative G

2025 Alternative G

AM Peak PM Peak Percent Change in Delay

Delay| LOS | Delay| LOS AM Peak | PM Peak
N/A N/A N/A N/A
N/A N/A N/A N/A
N/A N/A N/A N/A
N/A N/A N/A N/A
336] C [365] D -61% -57%

2025 Alternative H

2025 Alternative H

AM Peak PM Peak Percent Change in Delay
Delay| LOS | Delay| LOS AM Peak | PM Peak
N/A N/A N/A N/A
N/A N/A N/A N/A
N/A N/A N/A N/A
522 D |537| D -35% 13%
369 D |409( D -58% -52%
2025 Alternative | 2025 Alternative |
AM Peak PM Peak Percent Change in Delay
Delay| LOS | Delay| LOS AM Peak PM Peak
58.9 E |393[ D -36% -32%
89.6 F 1139.2 F -31% -17%
73.6 E | 61.0 E -27% -23%
N/A N/A N/A N/A
N/A N/A N/A N/A




